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back-up block with a paper separator spaced between. 
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— CUT to hollow out reel is stopped once the 
“UP Paper and pine block are reached. 
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to find the center. Place a compass o.c. and draw 
2614 -in.-dia. circle. Cut the waste, using a band 
“aw if you have one. 
q To Cut down vibration from the hefty block, 
ifaw the mounted block as near center as 
σα On the faceplate using screws that will 
ie . _ 80 through into the turning block. When you 
aa x the turning, you can separate the pine block 
he turning by inserting a chisel at the paper 
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Wor So W speed on the lathe and turn the 
ond a. τουπά-ποςο chisel. Carefully rough- 





1. LAMINATED HARDWOOD BLOCK is glued to a pine 
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2. LATHE TURNING shaves down outside of the reel, 
and fine sanding later prevents snagging of the line. 





ot 
= 


4. CHISEL separates pine backing block from the reel. 
Block prevented screws from touching hardwood. 


side turned to the shape desired, remove the 
toolrest and thoroughly sand the piece smooth, 
using a fine sandpaper (No. 120 grade or finer). 

Replace the toolrest and position it flat across 
the front of the workpiece. Start the lathe and 
work the round-nose chisel in on the left side (as 
you face the revolving workpiece). Cut the inside 
profile as shown in the drawing. When you cut 
through the paper lamination and can see the 
pine block, the turning is finished. Remove the 
toolrest and again sand smooth. 

Because the bow rig will be exposed to all 
kinds of weather and treatment, make certain you 


5. E Βει in bracket strip in vise gives it 6. ALUMINUM STRIPS, with 25° bends shown in mi : 
aS he a own ‘in diagram below) before mounting. diagram, are secured to reel with r.h. screws. | 


use a weatherproof finish. On the model st shown 7 到 
while it was still in the lathe, T applied a paste. o GS ; 
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wax finish, burnishing it at a fairly high ra ‘ate of 
| speed with fine-grade steel wool and a soft ee 
| 


The metal supports are cut from 1441. do-it 
yourself aluminum available at hardware - store a A 
Cut them to length and use emery cloth to 
smooth the ends. Holding the supports in a a vise, 
bend the ends to the angles shown in the drawi wing 
above. Then, drill the two holes in the en nds, rè- ο. 
move the supports from the vise and fasten th mm 
in place with roundhead screws. ix 4 i a .. 

To attach the bow reel to your bow, ta tape itin ; 
place with plastic electrical tape. Do not t leave it 
on for any more than a week’s time, as th bate | 
may leave a sticky, black residue. Wind a: νο 
200 ft. of nylon line (at least 40 pounds tes! Log 
the reel, tie the end to a fishing arrow and you : 
ready to go hunting—for fish. a 
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PLASTIC ELECTRICAL TAPE secures re tt 1 
to the bow. Tape should be removed after use, OF sis ck 
no more than a week, to prevent por y οἱ sticky a 
adhesive remaining on the bow di 





